
   

     

  AB-8813
 
Details
Description: Air Spring-Rolling Lobe w/ Composite Piston
Alternate SKU: 452-8813, 4528813, AB1DK23I-8813,
AB1DK23I8813, AB-1R12-669, AB1R12669, 1R12-669,
1R12669, 8813, AS-8577, AS8577, 358-8813, 3588813,
AB1DK231-8813, AB1DK2318813, 8577, E-FS8577, EFS8577,
AB8813, AB-1R12-1204, AB1R121204, 1R12-1204, 1R121204,
W01-358-8813, 9 10-14 A 312, 75626
Weight (lb): 13

Specifications
 
Attribute Value

Product Name AB-8813

Top Plate Bolt Hole Quantity 3

Bottom Plate Bolt Hole
Quantity

1

Top Plate Diameter 9 in

Bottom Plate Diameter 9.5 in

Piston Material Plastic

Minimum Height 6.5 in

Maximum Height 17.7 in

Bellows Color Black

Bellows Material Rubber

Air Spring Type Rolling Lobe
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Company SKU

Automann AB1DK23I-8813

Continental 75626

Dayton 452-8813

Firestone W01-358-8813

Flagg/Triangle AS-8577

Goodyear 1R12-669

Meritor E-FS8577

Goodyear Bellows 566-24-3-038

Firestone Bellows 1T15M4

Continental Bellows 9 10-14

Applications
 
Name

Peterbilt : Air Leaf

Peterbilt : Air Trac
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